
DC-DC CHARGER
PART NO IDC25X

ALTERNATOR INPUT 
VOLTAGE

9-32Vdc

MAX SOLAR INPUT 35Vdc

MAX PANEL SIZE 360W

BATTERIES 
SUPPORTED

 Gel, AGM, Calcium, 
Lithium, User Defined

SMART BATTERY MONITOR
PART NO. BM500-BT

MAX CURRENT 500A

BATTERIES CAPACITY 
SUPPORTED

5~320Ah

BATTERIES
SUPPORTED

Wet, Gel, AGM,
Calcium, Lithium

USB SOCKET
OUTPUT 5V, 3.1A

MERIT SOCKET
AMP RATING 16A at 12V, 8A at 24V

CIGARETTE SOCKET
AMP RATING 20A at 12V, 10A at 24V

SWITCHES
AMP RATING 20A at 12V

HEAVY DUTY CONNECTORS

AMP RATING 
50A, suits cable size 

8mm2 (8 B&S)

FUSE BOX
LOAD 25A per circuit

CIRCUITS 10-Way ATS Blade Fuses

BOARD DIMENSION  828 x 493 x 190mm

DESCRIPTION
A premium pre-built all-in-one DC power board, an 
ideal solution tailored for ute canopies and RV 
applications. Designed for effortless fitment, this 
unit comes pre-wired, ensuring a swift and
professional installation. 

With essential features such as a DC-DC charger, 
1500W pure sine wave inverter, battery monitor,
sockets & switches panel, heavy-duty output battery 
connectors, and circuit protection, this power board 
offers a comprehensive and convenient power
management system for all your electrical needs.

Complex installations are a thing of the past,
embrace the simplicity and efficiency of this
all-in-one power solution with ICB1500.

FEATURES AND BENEFITS
• Pre-wired for easy installation
• All-in-one solution

LITHIUM

2

SYSTEM INTRODUCTION
Projecta’s range of 12V power management systems are ideal for Ute canopies, 4WD’s and Caravans. Choose
from a range of pre-built models to suit your vehicles needs. Each model includes a DC/DC charger with solar
and alternator inputs along with an array of switches and sockets to manage your power needs. The boards
also feature a convenient easy to read Bluetooth enabled LCD display to check the status of your auxiliary
battery. Lastly, it offers a powerful pure sine wave inverter to run all your 240V appliances off grid.

SYSTEM COMPONENTS
• LCD Battery Monitor with Bluetooth enabled APP
• 500A Current Shunt
• DC-DC Charger with MPPT Solar Controller
• 5 x 20A Switches
• Dual USB Socket (total 3.1A)
• 2 x 50A Heavy Duty Connectors
• Accessory and Merit Socket
• 1KW/1.5KW/2KW/3KW Inverter
• Easily accessible fuse holders for each component
• Low Voltage Disconnect
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TOP FRONT SIDE

SPECIFICATIONS
12V DC POWER MANAGEMENT BOARD WITH INVERTER 

ICB1500


